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Planning Commission 
Study Session 

 

TO: PLANNING COMMISSION / DESIGN REVIEW BOARD 

 

FROM: STEPHANIE BUBENHEIM, PLANNER II 

 (480) 503-6625, STEPHANIE.BUBENHEIM@GILBERTAZ.GOV 

 

THROUGH: CATHERINE LORBEER, AICP, PRINCIPAL PLANNER 

 (480) 503-6016, CATHERINE.LORBEER@GILBERTAZ.GOV 

 

MEETING DATE: NOVEMBER 6, 2019 

 

SUBJECT: DR19-136, FLOWER CHILD 

 

STRATEGIC INITIATIVE:  Exceptional Built Environment 

Approve two restaurant users within the San Tan Village area. 

REQUEST 

DR19-136, Flower Child: site plan, landscape, grading and drainage, elevations, floor plans, 

lighting, colors and materials for approximately 3.13 acres, generally located at the northwest 

corner of San Tan Village Parkway and Williams Field Road and zoned Regional Commercial 

(RC) with a Planned Area Development (PAD) overlay. 

 

RECOMMENDED MOTION 

Request for input only.  No motion required. 

 

APPLICANT OWNER 

Company: Butler Design Group Company: Santan Development Group Inc 

Name: David Reuterman Name: Ty LeSueur 

Address: 5017 E. Washington St. Ste. 107 Address: 3850 E. Baseline Road Ste. 114 

 Phoenix, AZ 85034  Mesa, AZ 85206 

Phone: 602-218-4829 Phone: 480-424-3400 

Email: Davidr@butlerdesigngroup.com Email: ty@lesueurinvestments.com 
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BACKGROUND/DISCUSSION 

History 

 

Date Description 

October 8, 1996 Town Council adopted Ordinance No. 998 (A96-8), annexing 290 

acres, which included the subject site. 

January 25, 1999 Town Council approved Z98-27 by adopting Ordinance No. 1142, 

rezoning approximately 523 acres from R-43 (Maricopa County 

Rural Residential) to PAD (Planned Area Development) with the 

underlying zoning designation of C-2 (General Commercial). 

November 16, 1999 Town Council approved Ordinance No. 1230 by adding and 

rezoning 63 acres from R-43 (Maricopa County Rural) to C-2 with 

underlying PAD; adding new conditions; amending the 

development plan of Crossroads Center Planned Area 

Development. 

August 13, 2012 Design Review Board approved DR-5-139-A, the addition of 

Parcels A, C, D and E, the addition of 2 new signs and minor 

modifications to 2 signs for Santan Village Master Sign Plan 

Amendment. 

March 30, 2015  Design Review Board approved case DR15-25 for the Living 

Spaces, a home furnishing retail store (north of the subject site). 

March 27, 2017 DA16-49 Santan Village Parkway North Arterial ROW Landscape 

was administratively approved for portions of Santan Village 

Parkway and Williams Field Road. 

June 7, 2017 Planning Commission approved cases DR17-1010 and DR17-1015 

for Firebirds, a restaurant (west of the subject site). 

 

Overview 

Flower Child and North Italia, two restaurant concepts, are proposed with a common shared space 

on 2 acres at the northwest corner of San Tan Village Parkway and Williams Field Road within 

the San Tan Village area.  The site is part of Parcel A as identified within the approved Gilbert 

Crossroads PAD under Ordinance No. 1230.  Parcel A is 51.66 acres with Living Spaces furniture 

store and the restaurant Firebirds currently developed on 10.24 acres.  

 

The two restaurants will have a total of 10,949 sq. ft. of indoor space and 3,239 sq. ft. of outdoor 

patio dining space.  Access to the site is provided by an existing right in/right out driveway along 

Williams Field Road and a new proposed right in/right out curb cut along Santan Village Parkway 

with a private internal drive that will connect to the other developments on Parcel A.     

 

Surrounding Land Use & Zoning Designations: 

 Existing Land Use 

Classification 

Existing Zoning Existing Use 

North Regional Commercial Regional Commercial (RC) 

PAD 

Parking and vacant land 

South Regional Commercial Regional Commercial (RC) San Tan Pavilions 
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East  Regional Commercial Regional Commercial (RC) 

PAD 

San Tan Regional Mall 

West Regional Commercial Regional Commercial (RC) 

PAD 

Firebirds and Living 

Spaces 

Site Regional Commercial Regional Commercial (RC) 

PAD 

Vacant 

 

Project Data Table 

Site Development Regulations 

 

Required Ordinance Nos. 

1142 and 1230 

RC PAD 

Proposed 

Maximum Building Height 

(ft.)/(Stories) 

40’ retail and services 27’ 4” 

Minimum Building Setback (ft.)   

 Front  20’ 114’ 4” 

 Side (Street) 10’ 108’ 

 Side (Non-residential) 0’ 78’ 5” 

 Rear (Non-residential) 0’ 37’ 4” 

Minimum Required Perimeter 

Landscape Area (ft.) 

  

Front to ROW 20’/ 50’ x 250’ 20’/ 50’ x 250’ at intersection 

Side to ROW 20’/ 50’ x 250’ 20’/ 50’ x 250’ at intersection 

Side to non-residential 0’ 0’ 

            Rear (Non-residential) 0’ 0’ 

Landscaping (% of net lot area) 15% 29.4% 

Parking 1000/4 per Ord. 1230 

57 required 

77 spaces provided 

 

DISCUSSION   

The project has finished first review and therefore additional comments, beyond what are included 

in this report, may be brought forward for discussion during the study session meeting.  

 

Site 

The two restaurants are oriented with front entrances facing the arterial roads and the patio space 

directed towards the hard corner of Santan Village Parkway and Williams Field Road.  The 

restaurants will be sharing the same pad and walls but each restaurant will still function as a sole 

business.  The shared patio space will also be separated by landscape.  Parking wraps around the 

building with a total of 77 spaces provided, exceeding the requirement of parking in Ordinance 

No. 1230.   

 

Crossroads Center PAD was originally a 586 acre mixed use project located south of Ray Road, 

north and west of the 202 Freeway and east of the Maple Drive alignment.  The PAD has created 

a destination with a wide variety of commercial, employment, and multi-family uses with the 

center of the development being the SanTan Village Regional Shopping Mall.  The Crossroads 

Center PAD has specific development standards, including some standards under the UDLC, and 

character design that developments have followed over the past 20 years.   
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Landscape 

The site is part of the Santan Village Parkway Right-of-Way landscape improvements design 

approved under DA16-49 and included the Right-of-Way street frontage along Williams Field 

Road.  The project is matching the design and providing foundation landscaping around the 

building and utilizing Southern Live Oak at landscape islands to match the other developments in 

Parcel A.  The common outdoor eating space for the two restaurants has Columnar Ficus trees with 

Jasmine groundcover to act as a buffer between the two outdoor dining spaces.  The site meets 

landscape requirements with 29.4% landscape coverage and provides the 250’ X 50’ landscape 

setback at the arterial intersection. 

 

Grading and Drainage 

The proposed grading and drainage plan generally meets the requirements of the Town of Gilbert’s 

Engineering Division with underground retention proposed.  

 

Elevations, Floor Plan, Colors and Materials 

Ordinance No. 1142 established design guidelines for the Crossroads Center. According to the 

Crossroads Center Design Guidelines, Design Theme, Building Design “The overall project theme 

is an updated interpretation of historic southwest design. The character responds to climatic 

conditions and promotes an architecture that focuses on qualities of surface, light and shadow, 

massing and building form, and space as it relates to the outdoor environment.” 

 

a. Building design will be characterized by effective use of building massing, intersecting wall 

lanes, punched openings, deep recess, shade, natural materials, and play of light and shadow 

so as to retain small and pedestrian scale elements.  

b. Buildings will be designed to breakup large masses.  Emphases will be placed at the 

pedestrian level with use of traditional materials, textures and increased building articulation. 

c. Buildings are intended to have timeless quality that recalls the rural/suburban heritage, rather 

than express modern/urban design fads.   

 

The building is shaped in an L with an outdoor patio space joining the two restaurants.  The main 

body material proposed is metal paneling in “Polar White”.  The front entrances of the two 

restaurants have store front windows with a striped fabric awning across the length of the window 

area.  Both restaurants have accent colors respective to their brand at the main door entrances and 

these entrances have gabled roofs.  The back of house area roof type transitions to a parapet and 

mural areas are proposed for both restaurants.  North Italia’s patio will have an awning over the 

outdoor seating, copying the same striped fabric material from the front entrance and Flower Child 

will utilize umbrellas to provide shade for the outdoor seating area. First review comments include 

pulling similar colors and materials from existing buildings in the Gilbert Crossroads Center PAD 

to blend the development into the San Tan Village area.  Provide further movement to elevations 

with the use of recessing the building plane and breaking up massing.  

 

Lighting 

There are three lighting types proposed, parking lot, building wall mounted lighting and string 

lighting over the outdoor dining space.  The parking lot lights are mounted at 25 feet and decorative 
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gooseneck building wall lighting is mounted at 7 and 10 feet.  All site lighting will be required to 

comply with Town codes. 

 

Signage 

The site is part of the San Tan Village Parcels A, C, D, and E Master Sign Program. A San Tan 

Village gateway entry sign is planned for the hard corner of Santan Village Parkway and Williams 

Field Road and a multi-tenant sign is planned along Santan Village Parkway.  Building signage 

must comply with the master sign program and can proceed through sign permitting. 

Administrative Design Review approval is required prior to permitting to amend the sign program.   

 

PUBLIC NOTIFICATION AND INPUT 

The proposed project will require public notice as specified under Land Development Code (LDC) 

Section 5.602.A.3.   

REQUESTED INPUT 

1. The color and materials of the building and the relation to the existing developments on 

Parcel A and the Gilbert Crossroads PAD 

2. Movement and articulation of the west and north elevations. 

 

 

Respectfully submitted, 

 

Stephanie Bubenheim 

Planner II 

 

Attachments and Enclosures: 

 

1) Vicinity Map 

2) Aerial Photo  

3) Site Plan 

4) Landscape 

5) Grading and Drainage 

6) Colors and Materials 

7) Elevations 

8) Floor Plans 

9) Lighting 
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Summary

North/Flower Child
Schedule

Symbol Label Qty Catalog Number Description Lamp Number
Lamps

Lumens
Per Lamp

Light Loss
Factor Wattage

P1
4 AME-2-L-T3-144LC-3-

-3K-UNV
Visionaire Lighting LLC American Series LED
Area Unit w/Type T3 Distribution (25ft.
Fixture Mounting Height)

LED/3000K 1 18638 0.91 154

P2
3 AME-2-L-T4-144LC-3-

-3K-UNV
Visionaire Lighting LLC American Series LED
Area Unit w/Type T4 Distribution (25ft.
Fixture Mounting Height)

LED/3000K 1 18162 0.91 154

B2

5 H-NIVLC10KCD Hi-Lite Manufacturing Custom Brass Finish
(Shade, Arm & DCC) Clear Glass 10in Shade
w/Bulbrite Decorative Filament Lamp (10ft.
Mounting Height)

NOS25-VICTOR 1 50 1 25

F

5 H-NIVLCT896L Hi-Lite Manufacturing Custom North Italia
Gooseneck Wall Sconce Unit (23.75in. OAH x
19.5in. D) White Inside/Black Outside (10ft.
Mounting Height)

NOS25-VICTOR 1 50 1 25

G

10 H-15116-148/HL-A-
148/WGR-
96/31/LED2/30/BCM-
-M

Hi-Lite Manufacturing Custom Flowe Child
Gooseneck Wall Sconce Unit (16in Diameter
Shade) Emerald Green Finish w/Galvanized
Wire Guard (7ft. Mounting Height)

NOS25-VICTOR 1 3000 1 31

Q

9 LSM2448BKF Sival Linear Decorative Exterior Patio String
Lighting w/Archipelago S14 Series Decorative
LED Filament Style Party Lamps (Bulbs 2ft.
on Center & 10ft. Mounting Height)

LTS14C10024MB 1 100 1 1

Existing Schedule

Symbol Label Qty Catalog Number Description Lamp Number
Lamps

Lumens
Per Lamp

Light Loss
Factor Wattage

SA

3 KSE2-250M-R3-
SCWA -P04/SSS-
23FT (Double HEAD)

EXISTING Double Head D180 Lithonia
Lighting KSE2 Series 250w Metal Halide Area
Unit w/Type R3 Distribution (23ft. Site Pole
w/2ft. Concrete Base)

(2) - 250W ED28 PSMH 1 25000 0.81 576

SB

3 KSE2-250M-R3-
SCWA-SP04/SSS-
23FT (SINGLE HEAD)

EXISTING Single Head Lithonia Lighting KSE2
Series 250w Metal Halide Area Unit w/Type
R3 Distribution (23ft. Site Pole w/2ft.
Concrete Base)

(1) - 250W ED28 PSMH 1 25000 0.81 288

SC

2 KSE2-250M-R3-HS-
SCWA-SP04/SSS-
23FT (SINGLE HEAD)

EXISTING Single Head Lithonia Lighting KSE2
Series 250w Metal Halide Area Unit w/Type
R3 Distribution (23ft. Site Pole w/2ft.
Concrete Base) HOUSE SIDE SHIELDING

(1) - 250W ED28 PSMH 1 25000 0.81 288

SF

3 KSE1-100M-R3-
HS/SSS-12FT
(SINGLE HEAD)

EXISTING Single Head Lithonia Lighting KSE1
Series 100w Metal Halide Area Unit w/Type
R3 Distribution (12ft. Site Pole w/2ft.
Concrete Base) HOUSE SIDE SHIELDING

(1) - 100W E17 MH 1 8500 0.81 140

EX

2 KSE1-100M-R3 EXISTING Single Head Lithonia Lighting KSE1
Series 100w Metal Halide Area Unit w/Type
R3 Distribution (12ft. Site Pole w/2ft.
Concrete Base)

(1) - 100W E17 MH 1 8500 0.81 140

Statistics

Description Symbol Avg Max Min Max/Min Avg/Min

Overall Site Light Levels 1.8 fc 12.7 fc 0.0 fc N/A N/A
Parking Lot Light Levels 2.7 fc 7.6 fc 0.7 fc 10.9:1 3.9:1
Property Line Light Levels 1.0 fc 5.7 fc 0.0 fc N/A N/A
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American LED

Model Optics Source Current Voltage Mounting Finish
Bolt-On Arm 6”

(BOA6)

Bolt-On Arm 10”
(BOA10)

Knuckle Mount
(KM)

Wall Mount
*Cast Wall Plate (BAWP) 
to be ordered separately

(WM)

Spider Mount
Fits 2 3/8” O.D.

(SM)

Round Pole Plate Adaptors 
(RPP) are to be ordered 
separately.

Bronze
(BZ)

Black
(BK)

Smooth Black
(SBK)

White
(WH)

Smooth White
(SWH)

Graphite
(GP)

Grey
(GY)

Silver Metallic
(SL)

Custom Color
(CC)

Kelvin
3000K

*Warm white
(3K)

4000K
*Neutral white

(4K)

5000K
*Cool white

(5K)

120-277
*Universal

voltage
(UNV)

480
(5)

347
(8)

mA
350
(3)

530
(5)

Type II
(T2)

Type III
(T3)

Type IV
(T4)

Type IV-A
(T4A)

Type V
(T5)

Type V-W
(T5W)

# of LEDs

72
(72LC)

144
(144LC)

224
(224LC)

AME-2-L

AME-4-L

Photocell & Receptacle
*Specify Voltage

(PCR120) (PCR208)
(PCR240) (PCR277)

*Specify BOA or Spider Mount

Photo & Receptacle
with shorting cap

(PER)
*Specify BOA or Spider Mount

Button Type Photocell
*Specify Voltage

(PC120)
(PC208)
(PC240)
(PC277)

House Side Light Shield
(LS)

Round Pole
Plate Adapter

(RPP)

0-10v Dimming Driver
No Controls

(DIM)

Wireless Controls
Consult Factory

(WS)

Motion Sensor/Control
Watt Stopper FSP-211

8’ Mounting Height
Must specify Dimming Driver.

*120V-277V Only

(WSC-8)
8’ Mounting Height

(WSC-20)
9-20’ Mounting Height

(WSC-40)
21-40’ Mounting Height

This option will require(1) FSIR 100 
remote for programing

Motion Sensor
(MS-8)

8’ Mounting Height
(MS-20)

9-20’ Mounting Height
(MS-40)

21-40’ Mounting Height

Options

Fixture A B C Stripe Max. Watts Lbs.

AME-2-L 19” 19” 12” 2” 238 W 29

AME-4-L 23” 23” 15” 2” 373 W 68

A

B C

The new American LED Luminaire from Visionaire combines 
contemporary design with new LED technology; while maintaining 
a traditional fixture image. The LEDs Performance and Life are 
maximized by the unique integral aluminum heat sink built into 
the door frame.  Maintenance of the drivers is simplified by 
making them easily accessible and  provided with quick wiring 
connections.

72, 144 or 224 LEDs are available in 350 or 530 mA rating 
providing up to 33,000 lumens. Six optical distribution patterns 

are available and feature a unique Type T-4A automotive 
pattern for the front row of auto dealerships.  Choose between 
3000, 4000 or 5000 Kelvin temperature of the LEDs.

 A durable Polyester powder coat finish is guaranteed for five 
years; and is available in standard or custom colors.

The American LED series is an exceptional choice for auto 
dealerships, shopping centers, commercial parking lots and 
general parking area lighting.

A
R

E
A

A
R

E
A

Project Name: Catalog Number: Type
SanTan AME-2-L-T3-144LC-3-3K-UNV P1

AME-2-L T3 144LC 3 3K UNV



Dimensional Drawings

For more detailed information on mounting, wiring or installation instructions, please consult factory. If poles are not ordered with fixtures, please specify mounting requirements. This document contains proprietary information of Visionaire Lighting   LLC. 
Any use of this information requires the written approval of Visionaire Lighting, LLC. In keeping with our TQM policy of continuous improvement, Visionaire reserves the right to change any specifications contained herein without prior notice. 

28

American LED

Model Optics Source Current Voltage Mounting Finish
Bolt-On Arm 6”

(BOA6)

Bolt-On Arm 10”
(BOA10)

Knuckle Mount
(KM)

Wall Mount
*Cast Wall Plate (BAWP) 
to be ordered separately

(WM)

Spider Mount
Fits 2 3/8” O.D.

(SM)

Round Pole Plate Adaptors 
(RPP) are to be ordered 
separately.

Bronze
(BZ)

Black
(BK)

Smooth Black
(SBK)

White
(WH)

Smooth White
(SWH)

Graphite
(GP)

Grey
(GY)

Silver Metallic
(SL)

Custom Color
(CC)

Kelvin
3000K

*Warm white
(3K)

4000K
*Neutral white

(4K)

5000K
*Cool white

(5K)

120-277
*Universal

voltage
(UNV)

480
(5)

347
(8)

mA
350
(3)

530
(5)

Type II
(T2)

Type III
(T3)

Type IV
(T4)

Type IV-A
(T4A)

Type V
(T5)

Type V-W
(T5W)

# of LEDs

72
(72LC)

144
(144LC)

224
(224LC)

AME-2-L

AME-4-L

Photocell & Receptacle
*Specify Voltage

(PCR120) (PCR208)
(PCR240) (PCR277)

*Specify BOA or Spider Mount

Photo & Receptacle
with shorting cap

(PER)
*Specify BOA or Spider Mount

Button Type Photocell
*Specify Voltage

(PC120)
(PC208)
(PC240)
(PC277)

House Side Light Shield
(LS)

Round Pole
Plate Adapter

(RPP)

0-10v Dimming Driver
No Controls

(DIM)

Wireless Controls
Consult Factory

(WS)

Motion Sensor/Control
Watt Stopper FSP-211

8’ Mounting Height
Must specify Dimming Driver.

*120V-277V Only

(WSC-8)
8’ Mounting Height

(WSC-20)
9-20’ Mounting Height

(WSC-40)
21-40’ Mounting Height

This option will require(1) FSIR 100 
remote for programing

Motion Sensor
(MS-8)

8’ Mounting Height
(MS-20)

9-20’ Mounting Height
(MS-40)

21-40’ Mounting Height

Options

Fixture A B C Stripe Max. Watts Lbs.

AME-2-L 19” 19” 12” 2” 238 W 29

AME-4-L 23” 23” 15” 2” 373 W 68

A

B C

The new American LED Luminaire from Visionaire combines 
contemporary design with new LED technology; while maintaining 
a traditional fixture image. The LEDs Performance and Life are 
maximized by the unique integral aluminum heat sink built into 
the door frame.  Maintenance of the drivers is simplified by 
making them easily accessible and  provided with quick wiring 
connections.

72, 144 or 224 LEDs are available in 350 or 530 mA rating 
providing up to 33,000 lumens. Six optical distribution patterns 

are available and feature a unique Type T-4A automotive 
pattern for the front row of auto dealerships.  Choose between 
3000, 4000 or 5000 Kelvin temperature of the LEDs.

 A durable Polyester powder coat finish is guaranteed for five 
years; and is available in standard or custom colors.

The American LED series is an exceptional choice for auto 
dealerships, shopping centers, commercial parking lots and 
general parking area lighting.
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Project Name: Catalog Number: Type
SanTan AME-2-L-T3-144LC-3-3K-UNV P1

AME-2-L T3 144LC 3 3K UNV



     Since 1985      

- Commercial Grade Patio Light String, MEDIUM base sockets

Click on pictures above to view larger versions.

Options available for Patio Light Strings:

Cord Color

Black
Green
White

Length

54 ft (24 sockets) includes 6' lead - Not end-to end connectable
106 ft (50 sockets) includes 6' lead - Not end-to end connectable
330 ft (165 sockets) - No male plug

Click on pictures above to view larger versions.
Suspended Socket Option:

Suspended Socket - The suspended socket provides an eyelet for cable wires to go through to provide
additional support to hold up the string lights. The socket and the main wire are connected by a
suspensor, which lowers the socket to help provide better illumination. To the right are close-up pictures
of the light string with suspended sockets.
In-Line Socket - Main wire goes directly into the socket - there is no eyelet for a supporting cable and no
suspensor hanging the socket lower.

Features:

These popular outdoor patio light strings are ideal for landscape lighting for backyards, patios, cafes,
wineries and wedding tents.
These patio string lights have 16 gauge wire (rated for 960 Watts, 8 Amps), medium base sockets and
spacing of 24" between sockets.
PVC encapsulated sockets are resistant to UV sunlight exposure.
Soft socket lips are designed to ensure a tight weather-resistant seal around the bulbs.
These string lights are designed for both indoor (interior) and outdoor (exterior) use. Most of our
customers use these products for outdoor landscape lighting.
The 54 ft. and 106 ft. patio light strings come with a male power plug; power plug for the 330 ft. light
string must be purchased separately. We recommend the UL listed 15 Amp rubber plugs.
As seen on the DIY Network show "Yard Crashers" (Episode "Backyard Living Room")
As featured in the July 2009 issue of Real Simple Magazine
Compatible bulbs: 11S14 (11W), A15 (15W), G50 (15W), LED S14 and LED G50
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Type Q - Lamp




